[bookmark: 5239-1554174494947]超级终端测试金笛M1206B和M1206B-FT短信猫
[bookmark: 9620-1554174542853]
[bookmark: 5647-1554174773107]M1206B-FT是M1206B的升级版。
[bookmark: 2565-1554174572135]M1206B和M1206B-FT设备支持移动卡和联通卡，因为这两款设备都是2G设备，联通2G基站部分停用，建议选择移动的SIM卡，或者金笛4G设备。
[bookmark: 8460-1554174899606]首先我们要将短信猫设备接入服务器或者电脑上，USB设备需要装一下驱动才可以正常检测到com端口，串口不需要装驱动。
[bookmark: 5936-1554174543351]
[bookmark: 1010-1554175023031]第一步：安装USB驱动如下（如果已安装USB驱动可以略过此步骤）。
[bookmark: 5320-1554174543385]1.M1206B安装驱动如下：
[bookmark: 8356-1554175132222][image: clipboard.png]
[bookmark: 1091-1554175098134]1.1点击下一步。
[bookmark: 6943-1554175121415][image: clipboard.png]
[bookmark: 4269-1554175121415]1.2等安装进度条满点击完成即可。
[bookmark: 4674-1554175121415][image: clipboard.png]
[bookmark: 5065-1554175121415]
[bookmark: 1910-1554174543415]2.安装M1206B-FT驱动如下：
[bookmark: 2653-1554175208185]2.1M1206B-FT有三种驱动可以根据查看“系统环境和驱动型号”文档进行解压安装驱动。
[bookmark: 3810-1554175287524][image: clipboard.png]
[bookmark: 7076-1554174543448]2.2解压完双击点开然后点击下一步即可。
[bookmark: 6000-1554175365075][image: clipboard.png]
[bookmark: 4060-1554174543481]2.3进度条走完选择“下一步”。
[bookmark: 6795-1554175421638][image: clipboard.png]
[bookmark: 6948-1554174543515]2.4选中“我接受这个协议”然后点击“下一步”。
[bookmark: 4414-1554175463714][image: clipboard.png]
[bookmark: 1736-1554175484515]2.5显示以下界面安装成功点击完成即可。
[bookmark: 7929-1554175484515][image: clipboard.png]
[bookmark: 6119-1554174543580]
[bookmark: 3510-1554174543613]第二步：使用金笛短信设备检测工具进行检测com端口。
[bookmark: 5258-1554174543647]1.双击点开即可正常显示检测信息。（回车刷新检测信息）。
[bookmark: 4640-1554175690793][image: clipboard.png]
[bookmark: 5990-1554174543713]检测端口是因为连接超级终端需要选择正确的端口号和波特率。
[bookmark: 6091-1554175700496]以下com3端口是正常的设备。如果检测不正常请在我们知识库中搜索关键字会有解决方法，信号强度第一数字为（16-31）是正常发短信的信号。
[bookmark: 3117-1554175765617][image: clipboard.png]
[bookmark: 9423-1554174543779]
[bookmark: 1955-1554176194997]第三步：使用超级终端进行发信测试。
[bookmark: 5373-1554176195301]1.将超级终端解压然后打开页面如下。
[bookmark: 0037-1554175889701][image: clipboard.png]
[bookmark: 4322-1554174543844]2.这个名字随便输入然后点击确定。
[bookmark: 2876-1554175908749][image: clipboard.png]
[bookmark: 2039-1554174543911]3.选择刚才检测出的com端口进行连接然后点击确定。
[bookmark: 1499-1554175963131][image: clipboard.png]
[bookmark: 4386-1554174543944]4.配置com端口属性。
[bookmark: 4156-1554175992650]先点击还原默认值，然后选择检测出来的波特率，然后点击确定。
[bookmark: 7610-1554176054039][image: clipboard.png]
[bookmark: 4422-1554174544009]5.显示输出信息。
[bookmark: 6030-1554176068193]现在输入是看不到信息的，所以大家可以大胆的输入，错了没关系，回车后接着重新输入即可。
[bookmark: 6099-1554176068193]先输入AT回车，返回OK。（这里AT指令不区分大小写）。
[bookmark: 9869-1554176068193]在输入ATE1回车，返回OK。
[bookmark: 7340-1554176095075][image: clipboard.png]
[bookmark: 6919-1554174544042]6.查看基本信息。
[bookmark: 6470-1554176131397]at+csq:查看信号，16-31正常。
[bookmark: 1855-1554176131397]at+ccid：读取sim卡是否正常。
[bookmark: 7353-1554176131397]ati：查看设备信息。
[bookmark: 4231-1554176160746][image: clipboard.png]
[bookmark: 8434-1554176071157]7.发短信及打电话。
[bookmark: 1028-1554176176545]at+cmgf=1：设置短信参数。
[bookmark: 7085-1554176176545]at+cmgs="1366136****"：填写自己的手机号即可，回车输入短信内容然后Ctrl+z发出短信。
[bookmark: 3070-1554176176545]atd1366136****;：拨打电话。
[bookmark: 3014-1554176176545]ath：挂掉电话。
[bookmark: 3492-1554183240386][image: clipboard.png]
[bookmark: 3982-1554176071690]8.收取短信。
[bookmark: 4052-1554177077654]at+cmgf=0：设置为PDU模式。
[bookmark: 8733-1554177101701]at+cmgl=0：查询短信消息列表。
[bookmark: 1694-1554177125834]at+cmgf=1：设置为文本模式。
[bookmark: 2936-1554177147350]at+cmgr=1：查看列表短信。
[bookmark: 3070-1554183207250][image: clipboard.png]
[bookmark: 4319-1554176071721]9.关闭超级终端。
[bookmark: 9743-1554177368021]使用完之后一定要将超级终端关闭，因为com端口只能有一个软件使用。如果不关闭，其他软件想使用此com端口，就会提示端口被占用或者端口不可用。
[bookmark: 3566-1554183187593][image: clipboard.png]
[bookmark: 5072-1554176071787]然后点击否，不保存。
[bookmark: 6890-1554183170235][image: clipboard.png]
[bookmark: 6162-1554176071853]
[bookmark: 4517-1554176071886]
[bookmark: 2940-1554176071919]
[bookmark: 3011-1554176071952]www.sendsms.cn
[bookmark: 8277-1554176071985]
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TNPORTANT NOTICE: PLEASE READ CAREFULLY BEFORE
INSTALLING THE RELEVANT SOFTHARE.

This Ticence agreenent (Licence) is a legal sgrsenent
betwesn you (Licensee or you) and Future Technology
Devicas International Linited of 2 Seaverd Flacs,
Centurion Business Park, Glasgow G41 10, Scotland (IK
Conpany Nunber SCI36840) (Licensor or we) for use of
driver software provided by the Licensor Softnara)
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